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'GOOD GROUND' 100kpa
8 ALLOWABLE BEARING AS
0 DEFINED BY NZS:3604
LINE POST IN CONCRETE 17.5mpa MIN o
RAMMED EARTH P /
OR CONCRETE
END/GATE POST SET
IN CONCRETE
Indicative Post Hole Sizing
150x150mm = min 4500
200x200mm = min 5000
250x250mm = min 5500
. Model . .
I I f » 0x50 h d with bevel d
Boundaryllne . . Rail Profile Ex 150x50 Machine gauged with bevelto edges Mortice Straight Through Mortice
2 Rail Post and Rail
lerrancta Ltd. P.O. Box 1703 Invercargill 1703 End/Gate Post E?( ZOOX?OO Premium Grade Timber Posts
Telephone: 0BOD 003 D06 Size options: 150x150, 200x200, 250x250mm Post Top 15mm Chamfer

Fax: 03 215 8248
Cmail: enquiries@boundaryline.co.nz
Website: www.boundaryline.co.nz
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DO NOT SCALE
DRAWING

Rail Length

2100mm or 2400mm Rails length/Post Centres

Line/End/ Cnr
Post

Ex 150x150 Premium Grade Timber Posts

Gate Hardware

Contact Boundaryline for options

Size options: 125x50, 150x150, 200x200mm

SCALE 1:25 SHEET 1 Of1

WEIGHT

UNLESS OTHERWISE SPECIFIED, DIMENSIONS ARE IN MILLIMETERS

Picket Profile

Radiat a only - Posts H4, Rails H3.2

Gate Options

Contact Boundaryline for options




