
95 SPACING BETWEEN PICKETS
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300 DIA or

250x250 SQUARE

'GOOD GROUND' 100kpa 

ALLOWABLE BEARING AS 

DEFINED BY NZS: 3604

SLOPE TOP OF CONCRETE 

TO ALLOW WATER TO 

DRAIN AWAY FROM POST

CONCRETE 17.5mpa MIN

50x25 or 50x50

FLANGED POST

50x25 INGROUND POST

2250

A

Detail A 

 1:2.5

FIXED TO POST USING 2X 

10gx12mm GALVANISED 

PAINTED SELF-DRILLING 

SCREWS. 2X SCREWS INTO RAIL

POWDERCOATED ALUMINIUM 

BRACKET

FLAT PLASTIC CAP

12
0

0

120 CENTRES

Model

DuraPanel Axis 

1200mm

For use on swimming pools, external balconies or retaining 

walls, please refer to our producer statements for further 

specifications

Unless otherwise specified, dimensions are in millimetres
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DRAWING

Sheet

1 of 1 
Weight

 Rail profile 25x25 square aluminium with R3 radius on corners

Picket profile 50x25 aluminium with R3 radius on corners

Panel length 2250x1200mm

Bracket fixing External aluminium bracket

Post caps Internal plastic caps

Flanged post
50x50x1300mm (125mm square flange) M12 fixings, or

50x50x1300mm for end and corner posts

Inground post
50x25x1800mm, or

50x50x1800mm for end and corner posts


