C POSTS SCREWED BACK-TO-BACK (OR
TO 65mm POSTS) USING 8x 10gx16mm
TEK SCREWS SPACED 300mm APART

PROFILED PLASTRIC CAP
(NOT SHOWN) FITTED
OVER C-POSTS
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RAILS SCREWED INTO
C-POSTS USING 2x
10gx16mm TEK SCREWS
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TO ALLOW WATER TO DEFINED BY NZS:3604

CONCRETE 17.5mpa MIN / .
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Model

ColourSlat Steel 1800mm

Rail Profile

50mm Roll-formed Steel ColourSlat Rail

C-Post Profile

62x50mm Roll-formed Steel ColourSlat C-Post

Bracket Fixing N/A

Panel Length

2380mm wide x 1800mm high

Post Caps External Plastic Profiled Caps

Flanged Post

65x65x1900mm Galv Steel (125mm Square flange) M12
fixings

Standard Gate

Hardware Unsprung hinge, with Key-Lockable Latch

WEIGHT

SCALE 1:32 SHEET 1 Of1

UNLESS OTHERWISE SPECIFIED, DIMENSIONS ARE IN MILLIMETERS

In-ground Post

65x65x2500mm Galv Steel

Child Safety

Gate Hardware Self-closing hinges, with Magnetic Top-Pull Latch




