950

20mm CLEARANCE
FOR STANDARD HARDWARE 20
95
= =
|7
I
40x40 RAILS //
o
o
sl
65x65 N~
FLANGED POST N
- NS
[N 19X19 PICKETS
FIXINGS TO BE
DETERMINED ON SITE ||
— ik \
. 14 L » .
.. *
o . L
CONCRETE 17.5mpa MIN <.
- " .n 4
'‘GOOD GROUND' 100kpa DI «
ALLOWABLE BEARING AS " . . +
DEFINED BY NZS: 3604 L s
" . .. .' a o 8
300 DIA or
250x250 SQUARE

65x65 INGROUND POST

SLOPE TOP OF CONCRETE
TO ALLOW WATER TO
DRAIN AWAY FROM POST

[ 1Boundaryline

Terranota Ltd. P.O. Box 17083 Invercargill
Telephone: 0800 003 006

Email: enquiries@boundaryline.co.nz
Website: www.boundaryline.co.nz

©Copyright June 2017. All rights reserved to Terranota Ltd

Size Date issued Rev DO NOT SCALE
A4 | 2023-03-31 DRAWING
Sheet Weight

10of1

40x40 square aluminium with R3 radius on corners

oae Rail profile
DuraPanel Polo Gate
1800 X 950mm Picket profile

19x19 square aluminium with R3 radius on corners

External aluminium caps (standard)

Gate dimensions

1800mm x 950mm

For use on swimming pools, external balconies or retaining

Flanged post
walls, please refer to our producer statements for further

65x65x1900mm (125mm Square flange) M12 fixings

specifications.

In-ground post
Unless otherwise specified, dimensions are in milimetres 9 P

65x65x2500mm

Post caps or internal plastic caps (optional)
Standard gate ) .

hardware Unsprung hinge, with key-lockable latch
Child safety

gate hardware

Self-closing hinges, with magnetic top-pull latch




