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SentryPanel SpearTop 1800mm
SSG1812-BK
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300 DIA or
250x250 SQUARE

'GOOD GROUND' 100kpa 
ALLOWABLE BEARING AS 
DEFINED BY NZS: 3604

SLOPE TOP OF CONCRETE 
TO ALLOW WATER TO 
DRAIN AWAY FROM POST

CONCRETE 17.5mpa MIN

65x65 INGROUND POST

65x65
FLANGED POST

CUSTOM CLEARANCE SET AT TIME OF ORDERING CUSTOM CLEARANCE SET AT TIME OF ORDERING
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Rail Profile

Picket Profile

Gate Dimensions

Flanged Post

In-ground Post

 40x40 Square Aluminium with R3 radius on corners

25x25 Square Aluminium with R3 radius on corners

1800mm x 1200mm

65x65x1900mm (125mm Square flange) M12 fixings

65x65x2500mm

Post Caps

Standard Gate 
Hardware 

Child Safety 
Gate Hardware

External Aluminium Caps (Standard) or Internal Plastic 
Caps (Optional)

FIXINGS TO BE 
DETERMINED ON SITE

Model

SentryPanel Spear Top Gate 
1800 x 1200mm

Unless otherwise specified, dimensions are in millimetres
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Rail profile 40x40 square aluminium with R3 radius on corners

Picket profile 25x25 square aluminium with R3 radius on corners

Gate dimensions 1800mm x 1200mm

Flanged post 65x65x1900mm (125mm square flange) M12 fixings

In-ground post 65x65x2500mm

Post caps
External aluminium caps (standard) 
or internal plastic caps (optional)

Standard gate 
hardware

Unsprung hinge, with key-lockable latch

Child safety 
gate hardware

Self-closing hinges, with magnetic top-pull latch


