POWDERCOATED
ALUMINIUM BRACKET

RAIL FIXED TO BRACKET
WITH 2/10Gx12
TEK-SCREWS

CONCRETE 17.5mpa MIN /

135
CENTERS

RAKEABLE FROM
0-30DEGREES

1800

'GOOD GROUND' 100kpa
ALLOWABLE BEARING AS
DEFINED BY NZS: 3604

SLOPE TOP OF CONCRETE
TO ALLOW WATER TO
DRAIN AWAY FROM POST

= 300
‘ ‘ OR 250X250 SQUARE
I I
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Model

SentryPanel Speartop 1800mm
Raking

Rail Profile

40x40 Square Aluminium with R3 radius on corners

Picket Profile

25x25 Square Aluminium with R3 radius on corners

Bracket Fixing

External Aluminium Bracket (adjustable brackets
available for angled corners)

Panel Length

2400mm x 1800mm

Post Caps

External Aluminium Caps (Standard) or Internal Plastic
Caps (Optional)

Flanged Post

65x65x1900mm (125mm Square flange) M12 fixings

WEIGHT

SCALE 1:25 SHEET 1 Of1

UNLESS OTHERWISE SPECIFIED, DIMENSIONS ARE IN MILLIMETERS

In-ground Post

65x65x2500mm




