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[] 50x32 Rails
65X65
Flanged Post

2430 |

70x16 Picket

30

Note: Max angle of
rake is 35 degrees

CONCRETE
17.5mpa MIN

L
| | |I| 65x65 Inground Post

'GOOD GROUND' 100kpa
ALLOWABLE BEARING AS
DEFINED BY NZS: 3604

300DIA SLOPE TOP OF CONCRETE
TO ALLOW WATER TO
OR 250X250 SQUARE DRAIN AWAY FROM POST

Telephone: 0800 003 006
Fax: 03 215 8248

Website: www.boundaryline.co.nz
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. Model
Boundaryllne Rail Profile 50x32mm
Rondo - 950 Raking Bracket
Terranota Ltd. P.O. Box 1703 Invercargill 1703 Picket Profile 70x16mm Fixing
Email: enquiries@boundaryline.co.nz Panel Length 2430mm
REV. For use on swimming pools, external balconies or Flanged Post 65x65mm Post Caps

SIZE DATE ISSUED

A4 | 2023-08-02

DO NOT SCALE | retaining walls, please refer to our producer statements
DRAWING | for further specifications
In-ground Post

SCALE 1:25 SHEET 1 0f1

WEIGHT . . . . R X65mm
Unless otherwise specified, dimensions are in millimeters 65x65




